
T h e s e  s e l f -

contained models

utilize a variety of

memory cards to

a u t o m a t i c a l l y

turn your images

into a digital slide

show.

No need to learn new software; use current, familiar applications.

No wires, cabling or computer connections required. Built-in

stereo speakers, remote and password protection are included.

The screen sizes available are 7”, 10”, 15” and 18”.

Digital Products

Available in 8” and 10” screen sizes (DM8i and DM10i ),

these AdView™ systems allow the user to choose content

from up to ten selections on the menu screen. The units utilize

CF memory cards and MPEG formatting.  Both units feature

a removable stand so that the they can be displayed on a

counter-top or on a wall.

Interactive

DM10i AdView™  featuring a
customized frame with AdGlo®

Illumination around outer edge.

Shown here with a DM10
AdView™ model. Other models
are adaptable to this stand;
contact us for more information.

All-In-One
• Integrated AdView™
   Design

• Customizable AdView™
  Frame and Support Insert

• Message or Brochure
  Display Area

• Easily Update Dynamic Content

• Durable Aluminum Supports

• Portable Design For
   Easy Relocation

• Tip-Resistant, Weighted Base

•Comes alive with full motion video and slide shows in vibrant color
•Perfect for the most critical retail moment; the point of sale
•Storewide or worldwide distribution with all-in-one or networked systems

•Affordable, easy-to-use dynamic sign system
•No additional software or license fees required
•Display custom, targeted content

Feature Stand



The AdView™ Network Messengers and the Network Communicator both receive content through an ethernet local network.

Content is stored on the extensive internal hard drive and can be updated via web interface, windows file transfer, FTP or e-mail.

Each Network Messenger and Communicator is individually addressable, allowing unique content to be received and displayed

on each unit. Fast, easy content updates do not require local management to have extensive computer knowledge, and content

is fully protected by encryption and password security. Standard and custom frames are available, contact us for a quote.

The Network Communicator

(NC1) includes all the

f e a t u r e s  a n d

functions of the

N e t w o r k

M e s s e n g e r,

w h i l e

displaying its

content on most

exter nal LCD,

plasma or  CR T

monitors.

The MP1 has the ability to play multiple card formats and

displays sharp images and video on most plasma and LCD

monitors.

Our HDP1 is a 40GB hard drive player featuring autoplay

technology and USB connectivity.

Networked

These systems display images, video, animations and presentations

in vivid color on high quality, 15” or 17” active matrix TFT LCD

screens. They offer ethernet network connectivity and secure

internet management with built-in software. Internet downloads

can be scheduled by time of day to automatically update content

on each individual system. Our Media Management Program will

handle the content logistics for you through a unique, secure

internet site specifically scripted into your system software. Please

contact us for more information.

www.adview.com

The Ultimate Communicators

The Network Messengers

Dynamic Messenger
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AdView™ Fact Chart
Model    Features

7” All-in-one; Multiple memory cards
7” All-in-one; CF memory card
10” All-in-one; Multiple memory cards; Stationary display area
15” All-in-one; Multiple memory cards
19” All-in-one; Multiple memory cards; Optional DVD player
8” All-in-one; CF memory card; Motion sensor
8” All-in-one; CF memory card; 10 user interactive buttons; Removable stand
10” All-in-one; CF memory card; Motion sensor
10” All-in-one; CF memory card; 10 user interactive buttons; Removable stand
15” Network equipped (ethernet); Internet updateable
17” Network equipped (ethernet); Internet updateable
Multiple memory card player; External monitor required
Network content hub (ethernet); External monitor required
40GB Hard Drive w/ Autoplay; USB connectivity; External monitor required

DM7
DM7s
DM10
DM15
DM19
DM8m
DM8i
DM10m
DM10i
NM15
NM17
MP1
NC1
HDP1

AdView™ screen frames can be produced in custom colors

and shapes. They can also feature images, logos, informational

copy, etc., to maximize corporate or product identity

recognition. Your AdView units can also be enhanced with

illumination using our AdGlo® technology. Contact us today for

a quote on your custom design.

Customizable Frames

NC1

MP1

HDP1



Model DM7 DM7s DM8m DM8i DM10 DM10m DM10i DM15 DM18
Dimensions 7.25”h x 10.5”w 7.25”h x 10.5”w 10.25”h x 14.25”w 10.25”h x 14.25”w 10.5”h x 21.25”w 12.25”h x 15.25”w 12.25”h x 15.25”w 15.5”h x 20.5”w 18”h x 23”w
Configuration All-in-one All-in-one All-in-one All-in-one All-in-one All-in-one All-in-one All-in-one All-in-one
Display 7”Active Matrix TFT 7”Active Matrix TFT 8”Active Matrix TFT 8”Active Matrix TFT 10”Active Matrix TFT 10”Active Matrix TFT 10”Active Matrix TFT 15”Active Matrix TFT 18”Active Matrix TFT
Resolution 800 x 480 800 x 480 800 x 600 800 x 600 800 x 600 800 x 600 800 x 600 1024 x 768 1280 x 1024
Lamp Life 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs 40,000 hrs 50,000 hrs 50,000 hrs
Viewing Angle 120 (h) / 90 (v) 120 (h) / 90 (v) 120 (h) / 90 (v) 120 (h) / 90 (v) 140 (h) / 110 (v) 140 (h) / 110 (v) 140 (h) / 110 (v) 140 (h) / 110 (v) 170 (h) / 170 (v)
Power 12 volt power pack 12 volt power pack 12 volt power pack 12 volt power pack 110 volt AC 12 volt power pack 12 volt power pack 110 volt AC 110 volt AC
Memory Card Player SM,SD,CF,MMC,MS,IBM CF Only CF Only CF Only SM,SD,CF,MMC,MS,IBM CF Only CF Only SM,SD,CF,MMC,MS,IBM SM,SD,CF,MMC,MS,IBM
DVD Player External via AV in NA NA NA External via AV in NA NA Optional (no card slots) Optional (no card slots)
Local Control Handheld Remote Handheld Remote Handheld Remote None Handheld Remote Handheld Remote None Handheld Remote Handheld Remote
Hard Drive No No No No No No No No No
Operating System Proprietary Proprietary Proprietary Proprietary Proprietary Proprietary Proprietary Proprietary Proprietary
OS Support NA NA NA NA NA NA NA NA NA
Ports AV in; Audio out AV in; Audio out AV in; Audio out Audio out RCA AV in; S-video; AV in; Audio out: VGA in Audio out RCA AV in; S-video; RCA AV in; S-video;

Earphone out Earphone out Earphone out
Interactivity No No Motion Sensor Select Buttons No Motion Sensor Select Buttons No No
Speakers Mini Stereo Mono Mono Mono Mini Stereo Mono Mono Stereo Stereo
Video Formats MPEG1; MPEG2 (CF only) MPEG1; MPEG2 MPEG1; MPEG2 MPEG1; MPEG2 MPEG1; MPEG2 (CF only) MPEG1; MPEG2 MPEG1; MPEG2 MPEG1; MPEG2 (CF only) MPEG1; MPEG2 (CF only)

Image Formats JPEG JPEG JPEG JPEG JPEG JPEG JPEG JPEG JPEG
Audio Formats MP3 MP3 MP3 MP3 MP3 MP3 MP3 MP3 MP3
Presentations No No No No No No No No No
Mounting Wall; Easel back Wall; Easel back Wall; Counter stand Wall; Counter stand Wall mount Wall; Counter stand Wall; Counter stand Wall mount Wall mount
Physical Security No No No No Keylock No No Keylock Keylock
Card Security No Screw mount panel No No Keylock No No Keylock Keylock
Data Security Password No No No Password No No Password Password
On/Off Timer No No No No Optional No No Optional Optional
Data Management Card Distribution Card Distribution Card Distribution Card Distribution Card Distribution Card Distribution Card Distribution Card Distribution Card Distribution

Dynamic MessengerAll-In-One Specification Comparison Chart

www.adview.com

*Due to rapidly changing technology these specifications are subject to change without notice.



Model NM15 NM17
Dimensions 19”h x 24”w 19”h x 24”w
Configuration Networked Networked
Display 15”Active Matrix TFT 17”Active Matrix TFT
Resolution 1024 x 768 1280 x 1024
Lamp Life 40,000 hrs 40,000 hrs
Viewing Angle 140 (h) / 110 (v) 170 (h) / 170 (v)
Power 12 volt power pack 12 volt power pack
Local Control Via Network/Mouse Via Network/Mouse
Hard Drive 40GB 40GB
Connectivity RJ45 Lan; USB RJ45 Lan; USB
Operating System Proprietary Proprietary
OS Support Windows; Mac OS Windows; Mac OS
Ports VGA Out; S-Video Out; VGA Out; S-Video Out;

Composite Out Composite Out
Speakers Stereo Stereo
Video Formats MPEG1 & 2; AVI; MPEG1 & 2; AVI;

Quicktime; Flash Quicktime; Flash
Image Formats JPEG; GIF; BMP; TGA JPEG; GIF; BMP; TGA
Audio Formats MP3 MP3
Presentations PowerPoint PowerPoint
Mounting Wall Wall
Data Security Username & Password Username & Password
On/Off Timer Yes Yes
Data Management URL Hosting; Program URL Hosting; Program

Dynamic Messenger

Networked Specification Comparison Chart

www.adview.com

*Due to rapidly changing technology these specifications are subject to change without notice.




